
VICTORY HAND CONTROLS 
 

The hand control wires are orange and white that will be 

used the black wires are not used. From the SWI-RC we 

are going to use the white, black, black, and red wires.  

The red wire goes to an ignition power source. 

The black wire goes to the bikes ground. 

The white wire goes to the white wire for the bike.  

The black wire goes to the orange wire on the bike. 

 

 

 

PROGRAM SWI-RC 

To program the SWI-RC, first you need to select the 

correct radio on the selector switch. Pioneer/ Sony uses 

number 7. We will always Ver. 3 we first set the SWI-RC. 

Turn the Ignition ON and tap the program button 3 times 

and wait, if it blinks 3 times slow and 3 times fast you 

entered the version correctly. If not repeat the steps. Turn 

off the Ignition and now you are ready to program the 

buttons on the hand control. 

1. Turn the ignition on. The LED will flash times 

indicating the version number.  

2.  Press and release programming button on SWI-RC. 

The LED will turn on. 

3. Within 7 sec, press and release the program button 
and start mapping the buttons starting with vol +, 



make sure to only press it for one second. The LED 

will turn back on when ready for the next button. 

4. Repeat that through all the buttons, when done wait 7 
– 10 sec. For the LED to flash and then its saved and 

you can try the buttons.  

 

BUTTON MAPPING  

 

During the programming you will want to hit the buttons 

in this order. 

Vol + 

Vol - 

Mode 

Then wait and hit the program button once to skip and 

wait for 2 flashes. Do this 2 times and then continue. 

Mode 

Track + 

Track -  

Then wait 7 seconds and see the 3 flashes then try the 

mapping on the buttons. 

 

PAC 

1.866.931.8021 

Talk to Ernie 


